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GR Grey paint thickness RAL 7035, 60 - 80 micron in 1 layer

EV Electro zinc-plated finish 6 - 8 micron

SS Stainless steel 304

SC Slipping crank to limit a maximum load

GD Grooved drum

2D 2 drum compartment

FS Free-spooling device for pulling applications

FSB Free-spooling device with additional friction brake for controlled cable unwinding

EX ATEX certiýed II 3 GD T4, suitable for zone 2 and 22

Capacity Standard/GR EV SS SC GD 2D FS FSB EX

250 kg û 317 ú 43 - ú 180ú 167ú 106 - - ú 161

500 kg û 552 ú 72 - ú 180ú 201ú 129 - - ú 177

1000 kg û 711 ú 94 - ú 180ú 210ú 139 - - ú 179

1500 kg û 960 ú 148 - ú 180ú 222ú 154 - - ú 181

2000 kg û 1.749ú 227 - - ú 405ú 245ú 501ú 1.126ú 353

3000 kg û 2.191ú 288 - - ú 440ú 268ú 507ú 1.139ú 353

4000 kg û 2.665ú 348 - - ú 450ú 318ú 507ú 1.138ú 353

5000 kg û 3.332ú 434 - - ú 480ú 341ú 506ú 1.139ú 293

7500 kg û 4.651ú 606 - - ú 100ú 477 - - ú 319

*options to be added onto the standard price

WW250 - 1500

WW2000 - 7500

Options*

Discount group
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GR Grey paint thickness RAL 7035, 60 - 80 micron in 1 layer

EV Electro zinc-plated finish 6 - 8 micron

SS Stainless steel 304

SC Slipping crank to limit a maximum load

GD Grooved drum

2D 2 drum compartment

FS Free-spooling device for pulling applications

FSB Free-spooling device with additional friction brake for controlled cable unwinding

EX ATEX certiýed II 3 GD T3, suitable for zone 2 and 22

Capacity Standard/GR EV SS SC GD 2D FS FSB EX

150 kg û 198ú 20 - - - - - - ú 113

200 kg** û 80 - ú 256 - - - - - -

300 kg û 284ú 29 - - - - - - ú 162

600 kg û 318ú 33 - - - - - - ú 182

800 kg** - - ú 677 - - - - - -

1000 kg û 770 - ú 279 - ú 210ú 139 - - ú 439

1500 kg û 941 - ú 340 - ú 222ú 154 - - ú 537

TC1000 kg û 883 - ú 322 - - - incl. - ú 504

TC1500 kg û 1.054- ú 381 - - - incl. - ú 601

Basketball û 307 - - - - - - - -

*options to be added onto the standard price

**200 & 800 kg are economy line winches

Options*

Discount group

Spur gear
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MR Paint thickness 240 micron in 3 layers - C5M, IP54

EV Electro zinc-plated finish 6 - 8 micron

SS Stainless steel 316

SC Slipping crank to limit a maximum load

GD Grooved drum

2D 2 drum compartment

FS Free-spooling device for pulling applications

FSB Free-spooling device with additional friction brake for controlled cable unwinding

EX ATEX certiýed II 3 GD T4, suitable for zone 2 and 22

Capacity Standard/MR EV SS SC GD 2D FS FSB EX

1500 kg û 1.209- incl.** - ú 266ú 208 - - ú 300

3000 kg û 3.027- incl.** - ú 528ú 362 - - ú 300

5000 kg û 3.773- incl.** - ú 576ú 461 - - ú 300

*options to be added onto the standard price

**cable drum, crank and all extruding shafts

Options*

Discount group

Other
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GR Grey paint thickness RAL7035, 60 - 80 micron in 1 layer

EV Electro zinc-plated finish 6 - 8 micron

SS Stainless steel 316

EX ATEX certiýed II 3 GD T3, suitable for zone 2 and 22

Capacity Standard/GR EV EX SS

125 kg û 904ú 136ú 102ú 779

250 kg û 879ú 132ú 102ú 753

500 kg û 853ú 125ú 102ú 727

Socket floor mountedû 234 incl. ú 41ú 148

Socket in concrete û 292 incl. ú 41 ú 89

Socket wall mountedû 292 incl. ú 41 ú 89

Carry bag û 150 - - -

Rain cover û 100 - - -

*options to be added onto the standard price

Options*

Discount group

Other
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Capacity Standard 230V EV GD 2D Limit switch***

3000 kg û 5.077ú 395 ** ** ** û 468

5000 kg û 7.028ú 495 ** ** ** û 468

7500 kg û 8.845ú 595 ** ** ** û 468

*options to be added onto the standard price

** price will be available soon

*** for lifting applications a limit switch is required

Options*

Discount group

Other
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Capacity Standard* EV GD 2D EX

1000 kg û 2.009- - - -

*without drill machine

**options to be added onto the standard price

Options**

Discount group

Other
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Ungrooved Grooved

125 kg û 1.679û 1.872ú 168ú 280 ú 23 ú 40ú 107 - ú 1.123

250 kg û 1.861û 1.993ú 168ú 280 ú 23 ú 40ú 107ú 742ú 1.123

500 kg û 2.075û 2.237ú 204ú 315 ú 27 ú 48ú 107ú 803ú 1.123

990 kg û 3.059û 3.790ú 280ú 457 ú 52 ú 101ú 107ú 1.270ú 1.123

1000 kg û 3.262û 4.044ú 280ú 457 ú 52 ú 101ú 107ú 1.270ú 716

2000 kg û 4.826û 5.273ú 315ú 508 ú 57 ú 117ú 107ú 1.351ú 716

3200 kg û 6.866- ú 336ú 544 ú 65 ú 122 - ú 1.584ú 716

*options to be added onto the standard price

** If used for lifting limit switch is required

Options*

Other

Free spool
Limit 

switch**
Capacity

Cable storage +10 Double 

speed
Discount group

Three phase 

400 V

Single phase 

230 V

Double 

drum

Grooved 

drum

Price

Pendant control switch, 1xliftingincl.*

Pendant control switch, 2xliftingú 132

Wall-mounted control switch, 1xliftingú 224

Wall-mounted control switch, 2xliftingú 244

Add. price for lockable switchú 85

Emergency limit switch for external installationú 107

Control cable per mú 19

Other voltages and frequenciesú 209

Radio controlú 1.066

Frequency control **

Low voltage control - 42 V control voltage (125 ï 990 kg)***ú 407

Electric overload protection (125 ï 990 kg)***ú 483

* pendant control and 1 meter control cable included

** Frequency control on request

***1000 kg > low voltage control & overload protection included

Additional options
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